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Alerting Abstract: TW A 

NOVELTY - This invention relates to a web site connection server, which consists of a database of web site addresses 
and a search engine. The user only needs to simply key in a virtual character string consisting of letters and numbers 
through a mobile communication device. Numerical strings are preferred because of easy data entry through numerical 
keyboards. When the web site connection server receives the virtual character string, the search engine looks for index 
character strings same as the virtual character string and their corresponding real web site addresses within the database 
of web site addresses. Thus, the user only needs to key in an easier virtual character string, and then can be connected 
immediately to the corresponding target web site on the Internet. This invention can further categorize the searched 
target web sites to provide selection for the users or to know the intention of the on-line users. Therefore, related 
commercial information is attached to provide real-time one-to-one commercial marketing. 
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English Translation of the cited reference 
CLAIMS 

1 . A system of linking websites for mobile communication devices, capable of 
receiving virtual strings sent out by the mobile communication devices and linking 
those to target websites of Internet within a website linking server, the virtual 
strings are composed of alphanumeric characters, wherein the system at least 
comprising: 

a receiving device for receiving the virtual strings; 
a website address database, storing: 

- multiple index strings, each of which is composed of alphanumeric characters; 

- multiple actual website addresses, each of which points to a target website, and 
each of the index strings corresponding to at least one actual website address; 

a searching device, used for searching and comparing the index strings of the 
website database to the virtual strings, and selecting at least one index string and 
its corresponding actual website address to be the same as the virtual string; and 
an output device for outputting the selected actual website address. 

2. The system of claim 1 , wherein the output device directs the selected actual 
website address to link to a corresponding target website. 

3. The system of claim 1, wherein the output device transmits all the selected actual 
website addresses back to the mobile communication devices. 

4. The system of claim 1 , wherein the output device transmits additional 
advertisement information during output. 

5. The system of claim 1, wherein also comprising a hyperlink device, which is used 
for hyperlinking the selected actual website addresses to the corresponding target 
websites. 

6. The system of claim 1, wherein also comprising a website classifying device, 
which is used to classify the target websites. 

7. The system of claim 1, wherein the virtual strings are composed of language 
characters other than English. 

8. The system of claim 1 , wherein the searching device uses approximate matching 
techniques for searching and comparing the virtual strings to the index strings. 

9. A method of linking websites for mobile communication devices, capable of 
receiving virtual strings sent out by the mobile communication devices and linking 
those to target websites of Internet within a website linking server, the virtual 
strings are composed of alphanumeric characters, the website li nking server 
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comprising a website address database, storing multiple index strings and multiple 
actual website addresses, each of the index strings corresponding to at least one 
actual website address, and each actual website points to a target website; wherein 
the method includes the following steps: 

(A) Receiving the virtual strings; 

(B) Searching and comparing the index strings of the website database to the 
virtual strings, and selecting at least one index string and its 
corresponding actual website address to be the same as the virtual string; 
and 

(C) Outputting all the selected actual website addresses. 

10. The method of claim 9, wherein the step (C) directs the selected actual website 
addresses to link to corresponding target websites. 

1 1 . The method of claim 9, wherein the step (C) transmits all the selected actual 
website addresses back to the mobile communication devices. 

12. The method of claim 9, wherein the step (C) transmits additional advertisement 
information during output 

13. The methods of claim 9, wherein the virtual strings are composed of language 
characters other than English. 

14. The methods of claim 9, wherein the step (B) uses approximate matching 
techniques for searching and comparing the index strings to the virtual strings. 

15.. A computer readable medium carrying software program for linking websites, the 
software program capable of receiving virtual strings sent out by the mobile 
communication devices and linking those to target websites of Internet within a 
website linking server, the virtual strings are composed of alphanumeric characters, 
wherein the software program at least comprising: 
a first program code for receiving the virtual strings; 
a second program code, including: 

- multiple index strings, each of which is composed of alphanumeric characters; 

- multiple actual website addresses, each of which points to a target website, and 
each of the index strings corresponding to at least one actual website address; 

a third program code, used for searching and comparing the index strings of the 
website database to the virtual strings, and selecting at least one index string and 
its corresponding actual website address to be the same as the virtual string; and 
a fourth program code for outputting the selected actual website. 
1 6. The computer readable medium of claim 15, wherein the fourth program code 

directs the selected actual website address to Mcio.Ai^es^3ai^iigtsxsst-. 

website. 
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17. The computer readable medium of claim 15, wherein the fourth program code 
transmits all the selected actual website addresses back to the mobile 
communication devices. 

1 8. The computer readable medium of claim 1 5, wherein also comprising a fifth 
program code, which is used to classify the target websites. 

19. The computer readable medium of claim 15, wherein the virtual strings are 
composed of language characters other man English. 

20. The computer readable medium of claim 15, wherein the third program code uses 
approximate matching techniques for searching and comparing the index strings to 
the virtual strings. 

Description of Drawings 

Fig. 1 an exemplary of linking website for communication devices in accordance 
with embodiments of the present invention 

Fig. 2 a schematic diagram of partial structure of a website ftnking server. 
Fig 3 . a data structure diagram of a website database. 
Fig 4 a numerical keypad of a mobile phone 

Fig. 5 a flow chart of showing exemplary steps of linking website in accordance 
with embodiments of the present invention 

Symbols of Drawings (Partial) 

Fig. 2- 

31 - Receiving device 

32- Website database 

33- Searching device 

34- Output device 

35- Hyperlink device 

36- Website classifying device 
Fig. 5- 

A. Receiving virtual strings 

B. Searching and comparing the index strings of the website database to the 
virtual strings, and selecting at least one index string and its corresponding 
actual website address to be the same as the virtual string. 

B 1 . Classifying all the selected actual website addresses and/or adding hyperlink 

C. Outputting all the selected actual website addresses. 
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